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Gripping possibilities
for the world of pipe and cable fastening

CLIC is more than just a plastic clamp: CLIC offers a
high-quality system of solutions allowing you to grip
many opportunities.

A product of Egli, Fischer & Co. Ltd , Zurich, www.clic-original.com
manufactured by BIRO, www.biro.ch

Trade mark rights

Patenta: The CLIC t=chnology is protected by Swiss and
international patents held by Egli, Fischer & Co. Ltd., Zurich (EF).
Trademarika: All product and brand names mentionad in this
publication are trademarks or registered trademarks of EF

or of the respective owner. CLIC, DELTA and TILCA in particular
are intemationally registered EF trademarks.

IMustrationz: Mustrations are owned by EF or reproduced by kind
courtesy of their owners.

Caopynght All nghts reserved. Digital reproduction, even
partially, only upon written approval by EF.

www.clic-onginal.com
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CLIC - the original

Since 1975 the self-locking pipe clamp CLIC has proved
itself millions of imes. Cables and pipes ficed with
wSwiss Quality» are fast and securely fixed througihout
the wiorld.

Today, system sclutions (pipe clamps, screws, plugs and
accessones ) are required, for instance in telecommunicat-
ons. Consulting during the phase of planning, becomes more
and more important. A long expenence in business and our
imtemal development division have allowed many individual
solutions in collaboration with cur customers engineers, Cur
production is able to preassemble taillor-made CLIC systems
even gt short notice.

The proven solution for cable conduits
Easy handiing and fast mounting predestinates CLIC for
fizing cable conduits.

The smart solution for specific tasks

For installations with higher demands, public areas or infra-
structural buildings, the gualities of CLIC and CLIC TOP are
especially recommended because of the high mechanical
capacity, the excellent impact resistance and temperature
shability.

The best solution for highest demands

CLIC TOP ideally covers the increasing demands for fixing
points in sensitve emarcnments. In many tunnels cosdal
cables for radio and mobile telephone systemns are openly
mounied. The performance may not be impaired by interfe-
rence from metallic parts. The plastic pipe clamp CLIC TOP
is therefore the best solution for the installation.

Single-hand Instalation — 3 matier of cowrse with CLIC: place the pipe,
apply slight pressure and the clamp locks tself with a sharp ciic.
Saves up to 40 % Instalation time in comparizon to commonly waed clamps.

www.clic-original.com
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CLIC 8 to 64 mm - Technology

The advantages of the original
Secure, fast, economical, user-friendly — a true fact The outstanding
features of CLIC are seif-explanatory. Benefit from the advantages and the

safety of the original that has proved itself since 1975.

Compact design
One-plece:

- space-saving

- N 1086 Of SCTEWS

Slze
Smooth surface i The CLIC nominal
Aliows pipe expansion/contraction size s stamped on

lenginwise. each clamp.

Slotted hole for accurate
Nxation
Position adjustements up to 4 Smm.

Cenfirs mark
Perfect positioning.

Two step locking

The lock with two catches combi-
nes essential features In 3 unigue
manner.

— wide clamping range

— high ioading capacity, secure hold
— easy to open

Strong awivel joints

The unique joint mechanism aliows
with high-quality piastics, instaka-
tions work at very low temperatures.

Flexible Jaws

In conjuncticn with the fiexibiaty of
the material, pipe tolerances can be
compensated to 3 farge exient.

Siot for threaded Insert

For metric rod and stud mountings.
Different fiange sizes M6, M7 and
M & avalabie

Less inventory

The fiexidie locking sysiem alflows
%0 Instakl 8 to 64 mm diameter pipes
with only 1S clamp sizes.

Intagratsd rofary lock
Easlest mounting on base plates.

Thoothed annulus
Accurate positioning on spacers.

subject to change Vt 01/2012

No corrosion
Electromagnetically neutral
Noise absorbing
Intemationally certified
Recydable plastics
Halogen-free, CFC-free
Several colours
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CLIC 63 to 127 mm - Technology

Perfect for large pipes

For large diameters CLIC also offers the perfect solution with high-quality
plastic materials. Count on the advantages and quality of the original that
proves itself world-wide successfully, even under very hard conditions, for

more than 25 years.

Compact deaign
One-plece: ; Size Indicated In

- space saving ‘ Inches and mAlimetres
-no |0ss Of sCrEws The CLIC nominai size

as well 35 the cla:r.plryg
width Is stamped on
each clamp

S$mooth surface
Alivas pipe expansion/contracton
iengthwiss.

Safety lock
The only pipe clamp with the extra
strong doubke interiocking closing
mechanism for absolute secure hold.
- wide clamping range

- high loading capacity, secure hold

- easy to open

Strong swivel joints

The patented joint mechanism allows
togethar with high-quaity plastics
Instakation work also at very low
temperatures.

3 siotted holes for secure and
accurate NMxation
Position adjustments up to Emm.

Centre marks for threads and
screws
Perfect positioning.

Fisxibie jaws
In conjunciion wéth the Nlexibity of
the materal, pipe tolerances can be
compensated to a large exient.

Siot for threaded Insert

For metric rod and stud mountings.
Different fiange sizes M 10 angd M12
avaliable.

Wide clamping rangs
The lock mechanism makes It possibie,
with only 6 pipe clamp sizes
-53 to 127 mm pipe diameter
- accurate size adjustment

Large bass
For high stabiity.

integrated thread

The larger CLIC Is provided with
an Inside thraad for mountings with
% inch threads.

subject to change Vt 01/2012

No cormosion
Electromagnetically neutral
Noise absorbing
Intermationally certified
Recyclable plastics
Halogen-free, CFC-free
Diverse colours
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ElF Egli Fischer

For highest demands: the self locking pipe clamps CLIC TOP

Clamping range 8 to 127 mm (0.295" to 5")

CLIC TOP

- The solution in a demanding environment.
For indoor and outdoor applications
Applicable for dynamic loads
Material: high quality polyamide
UV-stabilized: 5 times better than PA6/PA66
Service temperature -40°C to +150 °C

Very low moisture absorption

High chemical resistance
Listed / approved by UL

Halogen free as per IEC-Standard 754-2

Easy to install

CLIC is a registered trade mark of Egli, Fischer & Co. Ltd

www.clic-original.com
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CLIC TOP 8-64 mm (0.307" to 2.52")

Technical information

safe working
load in all
directions* N

8 17.1 17.5 26.4 17.1 145 7.5 170

10 17.1 16.6 26.2 17.1 14.5 7.5 185

12 20.2 195 28.3 17.2 145 7.5 200

15 20.6 20 32 17.1 14.5 7.5 220

17 225 22 35.4 195 16 7.8 235

20 24.8 23.7 39.4 20 16.3 7.8 250

22 27.8 255 42 20 16.5 7.8 270

25 30.4 26.8 451 20 17 8.8 300

28 334 28.8 48.9 20.2 17 8.8 320

32 38 32.2 54.4 21 17.5 9 370

36 41.8 34.3 59.4 21 18 9.1 400

40 46.2 36.3 64.2 21 18.6 9.4 440

47 53.5 40.6 72.8 22 195 9.8 470

51 58.6 44.3 78.7 23 20 10.2 500

59 66.3 48.6 88.2 23.2 21 10.7 540
* With screw DIN 96 at + 20 °C, safety factor ~ 3 included
CLIC TOP dark grey (RAL 7001), 8-64 mm
type clamping metric pcs/ Iltem no

range @ mm norm carton
8 7,8-9,5 8 100 A 88.900
10 95-11,8 10 100 A 88.901
12 11,8-14.3 12 100 A 88.902
15 14,3 - 16,8 16 100 A 88.903
17 16,8 - 19,5 - 100 A 88.904
20 19,5-21,8 20 100 A 88.905
22 21,8-24,8 - 100 A 88.906
25 24,8-27,8 25 50 A 88.907
28 27,8-31,2 - 50 A 88.908
32 31,2-355 32 50 A 88.909
36 35,5-39,5 - 50 A 88.910
40 39,5-43,5 40 25 A 88.911
47 46,5 - 50,5 50 25 A 88.912
51 50,5-55,5 - 25 A 88.913
59 58,5 - 64,0 63 20 A 88.914
Metric norm = Euro norm NIN 2000
subject to change Vt 01/2012
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CLIC spacer, dark grey (RAL 7001)

65
_¥

size dimension pcs/ Item no
TxBxHmm carton
2,5 20x24x2,5 100 A 88.370
5 20x24x5 100 A 88.371
15 20x24x15 100 A 88.372
25 20x24x25 100 A 88.373
35 20x24x35 100 A 88.374
45 20x24x45 100 A 88.375
65 20x24x65 50 A 88.376
85 23x30x85 50 A 88.377

CLIC base plate for 2 pcs

for CLIC type 8125

dimension colour pcs/ Item no
length x depth carton

x height mm

70x20x5 dark grey 50 A 88.270

CLIC base plate for 3 pcs

for CLIC type 8i25

dimension colour pcs/ Item no
length x depth carton

x height mm

110x20x5 dark grey 25 A 88.271

CLIC multiple base plate

*CLIC  dimension pcs/ Item no
slots length mm carton

3 135 50 A 88.280
4 180 50 A 88.281
20 1000 10 A 88.282

DELTA nylon plug

size* length  for wood- pcs/ Item no :
of plug screw @ mm carton

6 29 3.5-5 1000 A 10.102

10 48 6-8 400

A 10.105

* @ drill hole mm

www.clic-original.com
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DELTA nylon plug 6 mm

PAN-HEAD Woodscrew 4,5X45
Woodscrew 4,5X45, T25-head ss A4 with washer

DELTA X multipurpose plug 6

PAN-HEAD Woodscrew 4,5X45
Woodscrew 4,5X45, T25-head ss A4 with washer

Nail plug

CLIC Base plate double 70X20X5 mm
CLIC Base plate triple 110X20X5 mm

—> Double tread stud

CLIC M6 flange nut

g‘ CLIC M6 flange nut

=

www.clic-original.com
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DELTA X multipurpose plug

size* length  for wood- pcs/ Item no
of plug screw @ mm carton
6 30 3.5-5 800 A 10.202

* @ drill hole mm

Pan-Head wood screw

with cross slot Z (pozidrive 2 impression), zinc plated yellow

passivated

size* mm pecs/ Item no
caton B emmeeae ,{

4,5x45 200 A 63.324

4.5x50 200 A 63.325

* @ x length mm

Pan-Head wood screw stainless steel

with TX 20, stainless steel A2

size* mm pcs/ Item no
carton

4,5x40 200 A 63.106

4.5x50 200 A 63.107

4.5x60 200 A 63.108

4.5x70 200 A 63.109

Pan-Head wood screw stainless steel

with TX 20, stainless steel A4

size* mm pcs/ Item no
carton

4,5x45 200 A 62.170

4.5x50 100 A 62.178

4.5x60 100 A 62.183

4.5x70 100 A 62.184

4.5x80 100 A 62.179

4.5x90 100 A 62.180

4.5x110 100 A 62.181

4.5x125 100 A 62.185

* @ x length mm

Hanger bolt M 6 and M 8

for mounting with CLIC flange and DELTA 8, zinc plated
blue passivated

size* mm pcs/ Item no
carton - ~—
‘WW
M6/6x45 100 A 63.100 g
M8/6x45 100 A 75.593
M8/8x50 100 A 63.105

www.clic-original.com

* @ screw / @ thread x length mm
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CLIC flange M 6

for mounting CLIC range

stainless steel A4 (1.4404/AISI| 316)

8i 59, zinc plated

description pcs/ Item no
carton

CLIC M6 flange nut zinc plated 100 A 88.130

CLIC M6 flange nut ss A4 100 A 88.240

TILCA flush anchor

zinc plated (zp) or stainless steel A4 (ss) (1.4401/AISI 316)

with DIBt-approval

size* mm drilling thread qual. pes/ Item no
hole length carton
o@xd in
mm mm
M6x30 8x33 13 zp 100 A 42.100
M6x30 8x33 13 Ss 100 A 42.105
M8x30 10x 33 13 zp 100 A 42.101
* female thread x length of plug mm
Double-thread stud M6 and M 8
zinc plated or stainless steel A4 (1.4404/AISI| 316)
size* mm qual. pes/ Item no
carton
M6/M6x12 zp 100 B 16.111
M6/M6x12 Ss 100 B 16.115
* thread x length mm
Pan-head screw, zinc plated
DIN 84 A/steel 4.8
size* mm pcs/ Item no
carton
M6x20 100 A 64.119
TILCA Fire-resisting anchor
zinc plated or stainless steel (1.4401/AISI 316)
size'mm  thread drill qual. pcs/ Item no
length  @xmin. carton
depth
mm mm
6/54 12 6 x32 zZp 100 A 45.807
subject to change Vt 01/2012
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Mounting systems for brick

Item no Item no Item no
i A 10.102 A 10.202 A 10.102
¢ A 63.324 A 63.324 A 63.100
£ - - A 88.130
i A 10.102 A 10.202 -
¢ A 62.170 A 62.170 -
£

Mounting systems for concrete

Item no Item no Item no Item no Item no
i A 10.102 A 10.202 A 10.102 A 42.100 A 45.850
¢ A 63.324 A 63.324 A 63.100 B 16.111 A 88.130
£ - - A 88.130 A 88.130 -
i A 10.102 A 10.202 - A 42.105 on req.
¢ A 62.170 A 62.170 - B 16.115 A 88.240
£ = = - A 88.240 -

subject to change

Vt 01/2012
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TILCA Fire resistant anchor

CLIC Spacer

CLIC M6 flange nut

DELTA nylon plug 6 mm

CLIC Spacer

PAN-HEAD Woodscrew

——————— > Woodscrew, T25-head ss A4 with washer

TILCA flush anchor M 6

CLIC Spacer

PAN-Head screw, DIN 84A

www.clic-original.com

page 16 of 52


http://www.clic-original.com/

Radiating cable dimensions

radiating outer @ CLIC clamping
cable mm type range @ mm
3/8" 10.5 10 9,5-11,8
1/2" 13.2 12 11,8-14,3
1/2" 15.9 15 14,3- 16,8
5/8" 22 22 21,8-24,8
7/8" 28.5 28 27,8-31,2
114" 39.4 36 35,5-39,5
15/8" 50 47 46,5 - 50,5
CLIC TOP black (RAL 9011), 14-50 mm
type clamping metric pes/ Item no
range @ mm norm carton
15 14.3-16.8 16 100 A 88.960
17 16.8 - 19.5 - 100 A 88.961
20 19.5-21.8 20 100 A 88.962
22 21.8-24.8 - 100 A 88.963
25 24.8-27.8 25 50 A 88.964
28 27.8-31.2 - 50 A 88.965
36 35.5-39.5 - 50 A 88.966
47 46.5 - 50.5 50 25 A 88.967
CLIC spacer, black (RAL 9011)
size dimension pcs/ Iltem no
TxBxHmm carton
35 20x24x35 100 A 88.268
45 20x30x45 100 A 88.774
65 20x30x65 50 A 88.775
85 23x30x85 50 A 88.269
CLIC spacer round, black (RAL 9011)
size dimension pcs/ Item no
length mm carton
50 50 100 A 88.274
80 80 100 A 88.275
subject to change Vt 01/2012
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DELTA nylon plug 6 mm

PAN-HEAD Woodscrew
Woodscrew, T25-head ss A4 with washer

= DELTA X multipurpose plug 6

PAN-HEAD Woodscrew
Woodscrew, T25-head ss A4 with washer

DELTA nylon plug 6 mm

CLIC Spacer

PAN-HEAD Woodscrew
Woodscrew, T25-head ss A4 with washer

TILCA Fire resistant anchor

CLIC Spacer

CLIC M6 flange nut

www.clic-original.com
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TILCA Fire resistant anchor

CLIC spacer round 50mm
CLIC spacer round 80mm

> CLIC M6 flange nut

> DELTA nylon plug 6 mm

CLIC spacer round 50mm
CLIC spacer round 80mm

N

%ﬁ Woodscrew, T25-head ss A4 with washer

TILCA flush anchor M 6

= CLIC spacer round 50mm
CLIC spacer round 80mm

> PAN-Head screw M6, DIN 84A

www.clic-original.com
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